Aguashower

The Mulfipure Aquashower connects quickly and easily in-line with most existing showerheads,
providing allthe health benefits of Multipure dechlorinated waterin your shower. The Aquashower
is tested and certified by the Water Quality Association according to NSF/ANSI Standard 177 for
the Reduction of Free Available Chlorine. (Extra replacement cartridge is included)

4 )
Benefits & Features

* Healthier, younger looking skin * Less fading in color-treated hair

» Softer, more manageable hair * Installs in minutes - no special tools or

« Relief from dry skin & scalp professional help required

* Processes a minimum of 10,000 gallons * Removes 90% or more of free chlorine
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Specifications

SKU AQSH

Dimensions 3"wx4.75"h

Weight 1lb. 4 oz.

Filter Application Chlorine, sediment —

Filter Efficiency 90% //,?\\\ [ M &

Filter Mediia KDF-55 (1))

Replacement Filter AQSF \\\‘:_'///

Filter Capacity 25,000 gallons St

Operating Temperature Range 40°F (5° C)

to 120° F (49° C)

Operating Water Pressure Range | 30 psi to 100 psi
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Multipure’s Aquashower dechlorinating shower filter provides a long lasting solution to the problems associated with
exposure to excessive amounts of chlorine. Its specially-formulated KDF®-55 filter media effectively removes 90%
or more of chlorine from shower water. Once in contact with the KDF®-55, chlorine in the water converts into an
environmentally safe and harmless soluble chloride. System tested and Certified by WQA against NSF/ ANSI Standard

177 for the Reduction of Free Chlorine.

For Further Information, Contact Your Independent Builder
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